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Kapton Tape

Features:
• Du Pont material
• High temperature resistance
• Low residue
• Custom sizes available on request
• Standard Tape:  Kapton film coated with silicone adhesive
• Antistatic Tape: Polymide flm coated with silicone adhesive 
  designed to provide high electrostatic dissipation
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Adhesive Tapes and Labels / High Temp
Kapton Tape

Technical Specifications:

Technical Properties: Standard Tape Characteristics: Antistatic Tape Characteristics:

Adhesive Tape Silicone Silicone

Thermal Classification H (180oC) H (180oC)

Backing Thickness (mm) 0.025 0.025

Total Thickness (mm) 0.065 0.064

Peel Strength (N/cm) 2.2 2.2

Tensile Strength (N/cm) 40 40

Elongation (%) 70 50

Dielectric Strength (V) 7000 6500

Product Code: Description: Dimensions: Additional Notes:

053-0007 Kapton Tape Standard 6mm x 33m Per Roll

053-0023 Kapton Tape Standard 10mm x 33m Per Roll

053-0002 Kapton Tape Standard 12mm x33m Per Roll

053-0003 Kapton Tape Standard 19mm x 33m Per Roll

053-0009 Kapton Tape Standard 25mm x 33m Per Roll

053-0029 Kapton Tape Antistatic 6mm x 33m Per Roll

053-0034 Kapton Tape Antistatic 9mm x 33m Per Roll

053-0035 Kapton Tape Antistatic 10mm x 33m Per Roll

053-0039 Kapton Tape Antistatic 12mm x 33m Per Roll

053-0044 Kapton Tape Antistatic 19mm x 33m Per Roll

053-0031 Kapton Tape Antistatic 25mm x 33m Per Roll


